LED Lamp for Loading Dock

Suitable For Logistics And Construction Areas, Public Areas, Garages, Parking Lots, Etc.

GEO2

Technical Description

Articulated arm assembly with 40x40mm tube and 50 watt IP65 LED outdoor projector with high luminosity.
Energy savings of up to 90% compared to halogen projectors. Available in black.

Certificates and Standards Technical Specifications Led Lamp
EN 60598-2-24 for fire risk Some interesting facts about the LED projector:
Standards: CE / CB/ TUV SUD / EAC / RoHS Luminaire Efficacy: up to TI0Im/W.

Incandescent filament test according to IEC e Beam Angle: 100° x 100°.

695-2-1:650°C o Mounting Bracket for Titing Up to 180°.

EN 62778 photobiological safety group: RG 1
EN 62471 photobiological safety group: RG 0
Protection class: IP65

Limited surface temperature: Yes

IK protection class (shock resistance): IKO7

o PowerFactor: >080

o  Operating Ambient Temperature: -20°C to 50°C
e Luminous Flux: 5,500 Lm (4,000K)
 LuminousEfficiency: 110 Im/w (4,000K).

o  Colour Adjustment Standard Deviation: <5 sdcm
o Light Tone (designation): Cool White (white)

o Connection via Im Cable, Wiring Required.

Lamp Dimensions «  Numberof Switching Cycles: 100,000
Width: 180 mm BodyMaterial: Aluminium/Polycarbonate (PC)
Height: 46 mm «  CoverMaterial: Tempered Giass.

Weight: 930 gr
Cable length: 1,000 mm

Arm Length e
Closed: 800 mm

Open: 1,400 mm LED : ® \KoHs2 C €



