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The Rolling High-speed Door (PR10) has been designed and manufactured in accordance with the following 
European directives and standards: UNE-EN 12453 and UNE-EN 13241
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Motor cover

A row of small windows

Second row of small windows

Additional push button panel

Intermediate Stop

Extra opening options St
an

da
rd

 F
ea

tu
re

O
pt

io
na

l F
ea

tu
re

Tecnhical Description.

PR
10

with Metallic Frame.
Rolling High-speed Door

Technical Features.
• Application:           
• Max. Size:           
• Material (structure):
• Max. Speed:

• Colours (canvas-frame): 

• Canvas Material:
• Safety:
• Life Cycle:

Indoor           
4000 × 4000mm (heigh x width) 
2mm steel
Opening: (~1,0m/s) 
Closing: (~1,0m/s)
10 colours available (white, cream, 
yellow, orange, red, light blue, dark 
blue, green, grey and black)

High strength PVC (900g/m²)
Light Curtain Soft, Flexible lower edge
250,000 cycles

Additional Features.
Features.
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Inkema s̓ PR10 Rolling High-speed Door is composed of a PVC canvas with internal reinforcements and is attached 
to a metal frame that incorporates a gearmotor operated by a control panel.
It has been designed for use in warehouses, logistics centres, commercial premises and any type of production plant 
where there is an intensive flow of goods.
This High-speed Door is specially conceived for intensive indoor applications. It facilitates smooth traffic thanks to its 
high opening and closing speed, resulting in energy savings and increased work performance.
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• Electronic limit switch (Encoder).
• Supply voltage: 230 / 400V III+N or 230V I (optional).
• Voltage disconnector on the main switch.
• Emergency stop (optional)
• Manual emergency/maintenance opening
• Uninterruptible power supply (optional)

Operation.

PR
10

The PR10 High-speed Door comes as standard with a photoelectric light curtain with polarized filter as 
a safety system, preventing any collision if a person or goods pass under the door while it is in operation. 
This curtain also features crossed beams to ensure the maximum protected volume.

The photoelectric light curtain has a safety certificate in accordance with the following standards: EN ISO 
13849-1:2008 Cat.2 PL D; EN 61508:2010 SIL 2; EN 12978:2009 (type SB, excl. IEC 61496-2:2006).

Safety Systems.

Dimensions.

Canvas and Frame Color Range.

(White, Cream, Yellow,
Orange, Red, Light Blue, Blue, Green
Grey, Black and 100% Personalised).10
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