
Hydraulic Dock Leveller.

The Inkema RH33 Dock Leveller with telescopic lip complies with European standard EN 1398

RH
33
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Technical Features and Performance.
• Platform

• Safety

• Finishes

• Dynamic 
Load 
Capacity

• Sizes

8/10 mm anti-slip chequer plate upper surface

Safety maintenance strut

Painted or galvanised

6 tonnes (optional 10 tonnes)

Sizes (machine dimensions)
L 2570 x (W 1990 / 2190 / 2390) x H 605 mm
L 3070 x (W 1990 / 2190 / 2390) x H 805 mm
L 3570 x (W 1990 / 2190 / 2390) x H 805 mm

Options.

* For other options and dimensions, 
please contact our sales team.

In addition to the standard technical 
specifications, other options are 
available*:

• 500, 800 or 1,000 mm lip
• With formwork
• Frame
• Heavy-duty load capacity: 10 

tonnes
• Painted in RAL 7016 or any RAL 

colour
• Sizes up to 4500 mm length x 

2400 mm width x 900 mm 

The RH33 is ideal for installations requiring a high level of thermal insulation, such as refrigerated warehouses, logistics 
centres maintaining the cold chain, distribution centres and chemical industries.
This BOX type dock leveller uses the dock leveller itself as the formwork element. This system helps to reduce 
installation time and costs, simplifying civil works while maintaining all the functionality and operational performance of 
embedded or self-supporting models.
For lorries fitted with tail lifts, we have developed a RH33 variant with additional space to accommodate them, using a 
hollow structure within the formwork. Its hydraulic telescopic lip, available in 500, 800 or 1,000 mm lengths, allows 
the platform to adjust firmly and precisely to transport vehicles.

Technical Description.

BOX Type Model with 500, 800 or 1,000 mm Telescopic Lip.
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Standard pit for RH33 Suitable for any industrial sectorOptional spill containment tray pit

Pit Dimensions.

Finishes.

Safety Elements.

Painted:
Excellent resistance against corrosion and 
environmental agents. Standard colour: RAL 7016 
grey. Any other colour from the RAL chart can be 
selected.

Galvanized:
Excellent resistance against corrosion and 
environmental agents.

• Green LED safety indicator on the control panel
• Hose burst protection system
• Emergency stop
• Fixed and movable side skirts
• Side strips
• Safety maintenance bar
• Safety anti-fall valves
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